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§ 429.106 Pretreatment standards for
new sources (PSNS).

Any new source subject to this sub-
part which introduces process waste-
water pollutants into a publicly owned
treatment works must comply with 40
CFR part 403.

Subpart J—Log Washing
Subcategory

§ 429.110 Applicability; description of
the log washing subcategory.

This subpart applies to discharges to
waters of the United States and to the
introduction of process wastewater pol-
lutants into publicly owned treatment
works from the log washing process in
which water under pressure is applied
to logs for the purpose of removing for-
eign material from the surface of the
log before further processing.

§ 429.111 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best practicable control
technology currently available
(BPT).

Except as provided in 40 CFR 125.30
through 125.32, any existing point
source subject to this subpart must
achieve the following effluent limita-
tions representing the degree of efflu-
ent reduction attainable by the appli-
cation of the best practicable control
technology currently available (BPT):
There shall be no discharge of process
wastewater pollutants to navigable wa-
ters containing a total suspended solids
concentration greater than 50 mg/l and
the pH shall be within the range of 6.0
to 9.0.

§ 429.112 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best conventional pollut-
ant control technology (BCT). [Re-
served]

§ 429.113 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best available tech-
nology economically achievable
(BAT).

Except as provided in 40 CFR 125.30
through 125.32, any existing point
source subject to this subpart must

achieve the following effluent limita-
tions representing the degree of efflu-
ent reduction attainable by the appli-
cation of the best available technology
economically achievable (BAT): There
shall be no discharge of process waste-
water pollutants into navigable waters.

§ 429.114 New source performance
standards (NSPS).

Any new source subject to this sub-
part must achieve the following new
source performance standards (NSPS):
There shall be no discharge of process
wastewater pollutants into navigable
waters.

§ 429.115 Pretreatment standards for
existing sources (PSES).

Any existing source subject to this
subpart which introduces process
wastewater pollutants into a publicly
owned treatment works must comply
with 40 CFR part 403.

§ 429.116 Pretreatment standards for
new sources (PSNS).

Any new source subject to this sub-
part which introduces process waste-
water pollutants into a publicly owned
treatment works must comply with 40
CFR part 403.

Subpart K—Sawmills and Planing
Mills Subcategory

§ 429.120 Applicability; description of
the sawmills and planing mills sub-
category.

This subpart applies to discharges to
waters of the United States and to the
introduction of process wastewater pol-
lutants into publicly owned treatment
works from the timber products proc-
essing procedures that include all or
part of the following operations: bark
removal (other than hydraulic barking
as defined in § 429.11 of this part), saw-
ing, resawing, edging, trimming,
planing and machining.

§ 429.121 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best practicable control
technology currently available
(BPT).

Except as provided in 40 CFR 125.30
through 125.32, any existing point
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source subject to this subpart must
achieve the following effluent limita-
tions representing the degree of efflu-
ent reduction attainable by the appli-
cation of the best practicable control
technology (BPT): There shall be no
discharge of process wastewater pollut-
ants into navigable waters.

§ 429.122 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best conventional pollut-
ant control technology (BCT). [Re-
served]

§ 429.123 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best available tech-
nology economically achievable
(BAT).

Except as provided in 40 CFR 125.30
through 125.32, any existing point
source subject to this subpart must
achieve the following effluent limita-
tions representing the degree of efflu-
ent reduction attainable by the appli-
cation of the best available technology
economically achievable (BAT): There
shall be no discharge of process waste-
water pollutants into navigable waters.

§ 429.124 New source performance
standards (NSPS).

Any new source subject to this sub-
part must achieve the following new
source performance standards (NSPS):
There shall be no discharge of process
wastewater pollutants into navigable
waters.

§ 429.125 Pretreatment standards for
existing sources (PSES).

Any existing source subject to this
subpart which introduces process
wastewater pollutants into a publicly
owned treatment works must comply
with 40 CFR part 403.

§ 429.126 Pretreatment standards for
new sources (PSNS).

Any new source subject to this sub-
part which introduces process waste-
water pollutants into a publicly owned
treatment works must comply with 40
CFR part 403.

Subpart L—Finishing Subcategory
§ 429.130 Applicability; description of

the finishing subcategory.
This subpart applies to discharges to

waters of the United States and to the
introduction of process wastewater pol-
lutants into publicly owned treatment
works from the drying, planing, dip-
ping, staining, end coating, moisture
proofing, fabrication, and by-product
utilization timber processing oper-
ations not otherwise covered by spe-
cific guidelines and standards.

§ 429.131 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best practicable control
technology currently available
(BPT).

Except as provided in 40 CFR 125.30
through 125.32, any existing point
source subject to this subpart must
achieve the following effluent limita-
tions representing the degree of efflu-
ent reduction attainable by the appli-
cation of the best practicable control
technology (BPT): There shall be no
discharge of process wastewater pollut-
ants into navigable waters.

§ 429.132 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best conventional pollut-
ant control technology (BCT). [Re-
served]

§ 429.133 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best available tech-
nology economically achievable
(BAT).

Except as provided in 40 CFR 125.30
through 125.32, any existing point
source subject to this subject must
achieve the following effluent limita-
tions representing the degree of efflu-
ent reduction attainable by the appli-
cation of the best available technology
economically achievable (BAT): There
shall be no discharge of process waste-
water pollutants into navigable waters.

§ 429.134 New source performance
standards (NSPS).

Any new source subject to this sub-
part must achieve the following new
source performance standards (NSPS):
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